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QUESTION 1

A VMFS3 datastore has just been upgraded to VMFS5. 

In what two ways does this affect the datastore? (Choose two.) 

A. The existing VMFS3 block size is retained. 

B. The block size will be changed to 8MB. 

C. Any existing VMDK can be expanded up to 2TB. 

D. VMDKs retain their size limit from the VMFS3 block size. 

Correct Answer: AC 

 

QUESTION 2

An administrator has configured a vSphere Distributed Switch to send all network traffic to a collector virtual machine for
analysis. 

However, after checking the collector virtual machine several hours later the administrator finds that no data has been
collected. vSphere 5.x has been deployed in the datacenter. Which two items below could be causing this issue?
(Choose 

two.) 

A. The source virtual machine does not have Promiscuous Mode enabled. 

B. The source and target virtual machines are not both on the same vSphere Distributed Switch. 

C. The port group or distributed does not have Promiscuous Mode enabled. 

D. The port group or distributed port does not have NetFlow enabled. 

Correct Answer: BD 

 

QUESTION 3

An administrator is responsible for enabling file access for desktop users. Many users have complained that they cannot
access their files. An alert in the vSphere Client states that the storage connectivity alarm for all hosts has been
triggered. The storage screen indicates that everything is connected, but the triggered alert has not been acknowledged.
Which action will correct the user access problem? 

A. Rescan the storage on the file-sharing virtual machine on which the users are seeing the problem. 

B. Reconnect the storage containing the user files to all hosts in the cluster, then Refresh datastores on all hosts in the
cluster. 

C. Tell each user to reboot their computer. 



D. Reconnect the storage containing the user files to all hosts in the cluster, then Rescan datastores on all hosts in the
cluster. 

Correct Answer: D 

 

QUESTION 4

Which two conditions will cause a vMotion validation check to fail? (Choose two.) 

A. An active connection that matches an existing port group label on the target host 

B. Insufficient network bandwidth on the target virtual switch 

C. Different security policies on the target virtual switch 

D. An active connection to an internal virtual switch 

Correct Answer: CD 

 

QUESTION 5

Users are complaining that a Windows application server virtual machine configured with 1GB RAM is not performing
satisfactorily. The virtual machine is in a fully automated DRS cluster. An administrator opens the Performance tab for
the 

guest virtual machine and adds the counters for Memory Ballooned and Memory Swapped in MB. The performance
chart displays a value of 0 for Memory Ballooned and 240 for Memory Swapped. 

Which action should be taken? 

A. Install VMware Tools into the virtual machine. 

B. Adjust Mem.CtlMaxPercent to read 75. 

C. Migrate the virtual machine to another host. 

D. Add memory to the virtual machine. 

Correct Answer: A 

 

QUESTION 6

Which three statements regarding Network I/O Control (NIOC) are accurate? (Choose three.) 

A. NIOC enforces traffic bandwidth limits on the overall vDS set of dvUplinks. 

B. NIOC limits maximum throughput control on connected virtual machines. 

C. Load based teaming efficiently uses a vDS set of dvUplinks for network capacity. 

D. Isolation provides priority to any one traffic flow. 



E. Relative shares fairly allocates available bandwidth among multiple flows. 

Correct Answer: ACE 

 

QUESTION 7

Which two conditions could prevent HA from powering on a virtual machine? (Choose two.) 

A. There is not enough free memory to meet the guests memory reservation. 

B. The virtual machine has been assigned a required affinity rule. 

C. Strict admission control is disabled for the HA cluster. 

D. The vCenter is hosted on the ESXi host that failed. 

Correct Answer: AC 

 

QUESTION 8

An administrator is unable to connect a vSphere Client to an ESXi 5.x host. Which option can be selected from the
direct console to restore connectivity without disrupting running virtual machines? 

A. Restore the Standard Switch from the ESXi host. 

B. Restart the Management Agents from the vSphere client. 

C. Restart the Management Agents from the ESXi host 

D. Disable the Management Network from the vSphere client. 

Correct Answer: C 

 

QUESTION 9

What are three valid subprofile configurations that can be edited with the Host Profile editor? (Choose three.) 

A. Cluster 

B. Date and Time 

C. Networking 

D. Security 

E. Licensing 

Correct Answer: BCD 

 



QUESTION 10

An administrator has been tasked with upgrading an existing host from ESX 4.1 to ESXi 5.x. The existing host has only
vSwitch0 with all the default settings. The upgraded host will have the following new requirements. 

1.

 116 virtual machines will be connected. 

2.

 Four uplinks configured for port-based load balancing. 

3.

 The switch will include a secondary heartbeat network for HA. 

Which two statements are true about this configuration? (Choose two.) 

A. The Service Console Port will be removed during the upgrade 

B. The configuration requires only one VMkernel Port 

C. The default vSwitch0 is sufficient for this configuration 

D. A change to vSwitch0 Properties is required 

Correct Answer: AC 

 

QUESTION 11

An administrator is investigating a report of slow disk performance. Where is the most efficient place for the
administrator to check? 

A. The performance tab of the vApp. 

B. The performance tab of the virtual machine. 

C. The performance tab of the vApp resource pool. 

D. The performance tab of the cluster. 

Correct Answer: B 

 

QUESTION 12

An administrator is using Update Manager 5.0 to update virtual appliances in a vSphere environment. The environment
is using the vCenter Server appliance. The administrator is unable to remediate the vCenter Server appliance. What
would cause the remediation to fail? 

A. Updating of the appliance can only be done if the vCenter Server Appliance has been 

B. Remediation must be configured on the Appliance Administration page before use 



C. Remediation of the vCenter Server Appliance with Update Manager is not supported 

D. Remediation of the vCenter Server Appliance must be done from the PowerCLL 

Correct Answer: C 
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